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BDN Hex Washer Head Self-Drilling Screw
M6.3-1.81xL

Raised Mark

6.10-6.25

|
5.45-5.55
!

8.00-9.00
— -—

VA
- — — -
12.60-13.00 5.40-5.60 Screw Length
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E mﬁ Y OD16mm Bonded Washer (0.8+2mm Black)

L \\\\

BDN FASTENERS
About US NARS
181
~ - 8.00-9.00 -
Broaden Worldwide Co., Ltd is an ISO 9001:2015 Certified Manufacturer. A
L . . . - 12.60-13.00 - —5.40-5.60 - Screw Length -
Our headquarters is in Taiwan and we operate sales and marketing o ices
in India and Thailand. Founded in 2009.
: . : Dimension Drill Point Type Drill Capacity(mm)
Broaden uses wire from CSC Taiwan for all of our fastener production.
14-14 x 3/4" M6.3 x 19 No.3 4.0
Our production consists of the three most critical steps of
14-14 x 1" M6.3 x 25 No.3 4.0
fastener pre-production — heading, pinch pointing, and threading.
14-14 x 1-1/4" M6.3 x 32 No.3 4.0
ne Working Pr
14-14 x 1-1/2" M6.3 x 38 No.3 4.0 One Wo g Frocess
Post processes such as Heat Treatment, Plating, and Ruspert coating .
. . . . i 14-14x 2 M6.3 x 50 No.3 4.0 1.Drilling 2.Tapping 3.Fasteneing
are outsourced to professionals in their respective fields. 14-14 x 2-1/2" M6.3 x 63 NO.3 40
14-14 x 3" M6.3 x 75 No.3 4.0 _——
wh, = -
14-14 x 4" M6.3 x 100 No.3 4.0
14-14 x 5" M6.3 x 125 No.3 4.0
14-14 x 6" M6.3 x 150 No.3 4.0
1SO 7001 5965

Registration Number: 56Q22310



